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e information disclosed herein wos orginated by

and is the property of BRNS Inc. Except for uses which ZONE_[LTR] DESCRIPTION [ oaw [ APPROVED
may be expressly gronted, BRNS nc. reserves al potent, [o] INTIAL DRAWING RELEASE [ oam | Esmns

proprietory, design, use, sole, manufacturing and
reproduction rights in and to said information and
this document.

NOTES:

1. ALL WIRE CONNECTIONS SHALL BE FULLY INSULATED;

WIRE NUTS NOT ACCEPTABLE.

NO SHARP EDGES IN ANY EXPOSED AREA.

FIXTURE SHALL BE DESIGNED AND TESTED AW UL 924

FIXTURE SHALL BE SEISMICALLY QUALIFIED IAW KEPCO SPEC. 9-173—E721.
FIXTURE SHALL PROVIDE MIN 8 HRS EMERGENCY ILLUMINATION.

SRRSO

18W 12V PAR 36 LAMPS

FLOODLIGHTS SHALL { ]
TILT 120" AND PAN 360" \ '

INTEGRATED CABLE
HARNESS ASSY.

SINGLE PUSH-BUTTON SWITCH SHALL
TEST ALL OPERATIONS. R T HousinG

RELAY MODULE SHALL BE
REPLACEABLE W/O TOOLS AND
RESTRAINED BY NON-METALLIC STRAP

STATUS INDICATORS
HIGH OUTPUT, EASY—TO—READ

15,000 HR RATED LIFETIME ALL LABELS SHALL BE

GLARE—FREE /NON—REFLECTIVE

PCB SHALL BE @
HUMIDITY RESISTANT

( NORMAL FIGH _ ENERGENCY)
FOMER  GHARGE " NODE

ACCEPT WIRE UP TO 10 AWG

/TERMNAL STRIP SHALL

VAN

© N
>
STATUS INDICATORS SHALL BE/ TEST ¢ &
REPLACEABLE WITH NO TOOLS = 2
- — ;
BATTERY VOLTAGE
N\ M 0-15 VDC METER SHALL F _rry B
DISPLAY BATTERY VOLTAGE T e corren e
~/ CHARGER MODULE SHALL BE/ E) i
o REPLACEABLE WITH NO WIRING M ——
HOUSING & COVER SHALL BE \\J n AC FUSE RATING SHALL
304 STAINLESS STEEL, ELECTROPOLISHED, NOT EXCEED 5A
NO PAINT OR COATINGS — —
ELECTRICAL CONDUIT ¢ BIRNS, /nc. ¢ BIRNS, :
KNOCKOUTS 7 PLCS. The Experts in tigh Tre Experts in Figh
Perfornance Lighting Systens] Perfarmnce Lighting Systens
[ 21 |
i
RECHARGEABLE BATTERY RECHARGEABLE BATTERY
BIRNS  MODEL NO. 4701 6 VOLT 33 AMPERE HOURS 6 VOLT 33 AMPERE HOURS
PART NUMBER 08B—001 PART NUMBER 08B—001 ALL HARDWARE AND INTERNAL BRACKETS
SHALL BE 300 SERIES STAINLESS STEEL
OXNARD, CA 93032 OXNARD, CA 93032
eI, FSCM 58608 {{1 FSCM 58608 ~
P ey, — \
BATTERIES SHALL BE
SEALED, AND SHALL NOT REQUIRE
ADDITION OF WATER OR ELECTROLYTE
ALL MOUNTING NUTS SHALL BE MOUNTING HOLES SHALL BE
PERMANENTLY CAPTIVATED UNOBSTRUCTED BY WIRES, ETC.
MATERIAL UNLESS OTHERWSE SPECIFIED: CONTRACT NUMBER
DIMENSIONS ARE IN INCHES BIRNS, Inc. Tel: BO5-487-5393
ALL DIMENSIONS TO i o
APPLY AFTER PLATING Main Plant: 1720 FISKE PLACE, OXNARD CA, 93033
TITLE
TREATMENT . ry ST o FEATURES & SPECIFICATIONS,
FRACT\DNSi/i/JZ J.KO 941109 BIRNS EMERGENCY LIGHT,
ANGULAR £ 1/2° CHECK DATE
ROUGHNESS 63/ DMILLER 841111 MODEL 4701
METRIC £ .5 ENGR DATE
FINISH DR\LL/ED HOLES UP JKO 941110 SIZE CAGE CODE DWG NO.
T0 1/2" + .005 — .001 QA DATE
J.MAGLAQUE 941111 4701-01-11
NEXT ASSY USED ON BREAK SHARP EDGES .005-.015 [APPROVED Q DATE D 58608
APPLICATION FILLET RADIl TO BE .015 E.BIRNS 941111 |SCALE 1/2 ‘uw wT. 46 LB. ‘SHEET




